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AGGREGATE BASE COURSE,
TYPE B, 12“ (TYP.

HOT MIX ASPHALT BINDER COURSE,

IL-19, N39O, 11.5%, (TYP.)

STRIP REFLECTIVE CRACK
CONTROL TREATMENT

POLYMERIZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, N90O, 2.5"

TYPICAL SECTION - IL RTE 159

STA 103+70.09 TO STA 106+88.00

¢ PROPOSED

/ FAP 600 (IL RTE 159

AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS
(PRIME COAT)

NOTE:

FULL DEPTH PAVEMENT REMOVAL VARIABLE

FROM STA 105+68.79 TO STA 107+41.05

COMBINATION CONCRETE CURB
AND GUTTER TYPE B 6.24 (TYP)

BARRIER CURB DETAIL
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PCC SIDEWALK 4’ (TYP)

AGGREGATE BASE COURSE,
TYPE B, 12"

STRIP REFLECTIVE CRACK

POLYMERIZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, NSO, 2.5"

CONTROL TREATMENT

PCC BASE COURSE, 11.5"

(PCC WIDENING BEGINS

@ STA 107+41.05)

TYPICAL SECTION - IL RTE 159
STA 106+88.00 TO STA 108+43.64

X

AGGREGATE (PRIME COAT) \,

IL-19, NSO, 11.5"

COMBINATION CONCRETE CURB
AND GUTTER TYPE B 6.24 (TYP)

HOT MIX ASPHALT BINDER COURSE,

3' TYPE A GUTTER.
FOR DETAIL NOT SHOWN,
SEE STD 606101

NOTE:
FRONTAGE ROAD BEGINS @ STA 107+55.35

BITUMINOUS MATERIALS

(PRIME COAT)

NOTE:

AGGREGATE BASE COURSE,

TYPE B, 12”

FULL DEPTH PAVEMENT REMOVAL VARIABLE
FROM STA 105+68.79 TO STA 107+41.05

NOTES:

1. USE STRIP REFLECTIVE CRACK CONTROL AT EXISTING

PAVEMENT JOINTS AS DIRECTED BY THE ENGINEER.

2. LOCATIONS WHERE ADDITIONAL BINDER IS 70 BE USED
OVER EXISTING PAVEMENT TO MEET PROFILE GRADE:

110450 TO (12+25
114475 TO 116+25
124475 TO 127+00
130425 TO 135+00

136475 TO 137+25
141450 TO 144+25
147455 TC 148+25
150425 TO 155+50
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